


Manual Butt Fusion Machines

1. Hand Push Butt Fusion Machine

2. Manual Butt Fusion Machine-D 

T160-Two rings hand push butt fusion machine
T200-Two rings hand push butt fusion machine

D-63-160 Two  rings manual butt fusion machine
D-63-160 Four rings manual butt fusion machine
D-63-200 Two  rings manual butt fusion machine
D-63-200 Four rings manual butt fusion machine
D-90-250 Two  rings manual butt fusion machine
D-90-250 Four rings manual butt fusion machine

3. Manual Butt Fusion Machine-Y

Y-63-160 Four rings manual butt fusion machine
Y-63-200 Four rings manual butt fusion machine

1. Hydraulic Butt Fusion Machine

H63-160         Hydraulic butt  fusion machine
H63-200      Hydraulic butt fusion machine
H90-250      Hydraulic butt fusion machine
H160-315     Hydraulic butt fusion machine
H280-450     Hydraulic butt fusion machine
H400-630     Hydraulic butt fusion machine
H630-800     Hydraulic butt fusion machine

Hydraulic Butt Fusion Machines



Hand Push Butt Fusion Machine

Functions and features
1.  Suitable for butt fusion DN63-200 PE and PP pipes.

2.  It ’s composed of basic frame, fixture, heating plate, milling cutter and handspike.

3.  The fixture has a ferrule, can locate the pipes more accurately, and easy to adjust the bit  

      wrong side.

4.  The removable fixture makes to weld some special pipes more easily.



Technical Specifications

T63-160 Two rings hand push butt fusion machine       T63-200 Two rings hand push butt fusion machine

Technical Specifications

Fusion Specification

Butting Deviation ≤0.3mm Package(mm) Wooden case 550×500×500

Temperature Deviation ±3℃ G.W.(KG)

Operation Temperature 220℃ / Weight(KG) Power(W)

Environment Temperature —5～+40℃ Heating Plate 3.1 1KW/220V

Required Time for Welding Temperature ＜20min Milling tool 6.4 0.71KW/220V

Applicable Material PE PP-R PB PVDF

T160-2R
Dn63、Dn75、Dn90、Dn110、Dn125、Dn140、Dn160

39.1

Specifications subject to change without notice

Fusion Specification

Butting Deviation ≤0.3mm Package(mm) Wooden case 550×550×550

Temperature Deviation ±3℃ G.W.(KG)

Operation Temperature 220℃ / Weight(KG) Power(W)

Environment Temperature —5～+40℃ Heating Plate 3.9 　1.6KW/220V

Required Time for Welding Temperature ＜20min Milling tool 7.5 　0.71KW/220V

Applicable Material PE PP-R PB PVDF

45.8

Specifications subject to change without notice

T200-2R
Dn63、Dn75、Dn90、Dn110、Dn125、Dn140、Dn160、Dn180、Dn200



Manual Butt Fusion Machine-D

Functions and features
1.  Suitable for butt fusion DN63-250 PE and PP pipes.

2.  It ’s composed of basic frame, fixture, heating plate, milling cutter and handspike.

3.  The fixture has a ferrule, can locate the pipes more accurately, and easy to adjust the bit 

      wrong side.

4.  The removable fixture makes to weld some special pipes more easily.

5.  This type of machine is driven by rack, a metal guide rod with teeth, which enable the 

     machine to be labor saving and conveniently operated.



D-63-160 Two rings manual butt fusion machine    D-63-160 Four rings manual butt fusion machine

Technical SpecificationsTechnical Specifications

Fusion Specification

Butting Deviation ≤0.3mm Package(mm) Wooden case 500×550×440

Temperature Deviation ±3℃ G.W.(KG)

Operation Temperature 220℃ / Weight(KG) Power(W)

Environment Temperature —5～+40℃ Heating Plate 3.2 　1KW/220V

Required Time for Welding Temperature ＜20min Milling tool 6.2 　0.71KW/220V

Applicable Material PE PP-R PB PVDF

D160-2R
Dn63、Dn75、Dn90、Dn110、Dn125、Dn140、Dn160

33.9

Specifications subject to change without notice

D160-4R
Fusion Specification

Butting Deviation ≤0.3mm Package(mm) Wooden case 670×450×465

Temperature Deviation ±3℃ G.W.(KG)

Operation Temperature 220℃ / Weight(KG) Power(W)

Environment Temperature —5～+40℃ Heating Plate 3.2 　1KW/220V

Required Time for Welding Temperature ＜20min Milling tool 6.2 　0.71KW/220V

Applicable Material PE PP-R PB PVDF

Dn63、Dn75、Dn90、Dn110、Dn125、Dn140、Dn160

42.5

Specifications subject to change without notice



D-63-200 Two rings manual butt fusion machine    D-63-200 Four rings manual butt fusion machine

Technical Specifications Technical Specifications
D200-2R

Fusion Specification

Butting Deviation ≤0.3mm Package(mm) Wooden case 555×555×555

Temperature Deviation ±3℃ G.W.(KG)

Operation Temperature 220℃ / Weight(KG) Power(W)

Environment Temperature —5～+40℃ Heating Plate 3.7 　1.6KW/220V

Required Time for Welding Temperature ＜20min Milling tool 7.3 　0.71KW/220V

Applicable Material PE PP-R PB PVDF

Dn63、Dn75、Dn90、Dn110、Dn125、Dn140、Dn160、Dn180、Dn200

37.3

Specifications subject to change without notice

D200-4R
Fusion Specification

Butting Deviation ≤0.3mm Package(mm) Wooden case 670×500×500

Temperature Deviation ±3℃ G.W.(KG)

Operation Temperature 220℃ / Weight(KG) Power(W)

Environment Temperature —5～+40℃ Heating Plate 3.7 　1.6KW/220V

Required Time for Welding Temperature ＜20min Milling tool 7.3 　0.71KW/220V

Applicable Material PE PP-R PB PVDF

Dn63、Dn75、Dn90、Dn110、Dn125、Dn140、Dn160、Dn180、Dn200

47.6

Specifications subject to change without notice



D-90-250 Two rings manual butt fusion machine    D-90-250 Four rings manual butt fusion machine

Technical Specifications Technical Specifications
D250-2R

Fusion Specification

Butting Deviation ≤0. 3mm Package(mm) Wooden case /

Temperature Deviation ±3℃ G.W.(KG)

Operation Temperature 220℃ / Weight(KG) Power(W)

Environment Temperature —5～+40℃ Heating Plate / 　2KW/220V

Required Time for Welding Temperature ＜20min Milling tool / 0.83KW/220V

Applicable Material PE PP-R PB PVDF

Dn90、Dn110、Dn125、Dn140、Dn160、Dn180、Dn200、Dn225、Dn250

/

Specifications subject to change without notice

D250-4R
Fusion Specification

Butting Deviation ≤0. 3mm Package(mm) Wooden case /

Temperature Deviation ±3℃ G.W.(KG)

Operation Temperature 220℃ / Weight(KG) Power(W)

Environment Temperature —5～+40℃ Heating Plate / 　2KW/220V

Required Time for Welding Temperature ＜20min Milling tool / 0.83KW/220V

Applicable Material PE PP-R PB PVDF

Dn90、Dn110、Dn125、Dn140、Dn160、Dn180、Dn200、Dn225、Dn250

/

Specifications subject to change without notice



Manual Butt Fusion Machine-Y

Functions and features
1、Suitable for butt fusion DN63-200 PE and PP pipes.

2、It ’s composed of basic frame, fixture, heating plate, milling cutter and handspike.

3、The fixture has a ferrule, can locate the pipes more accurately, and easy to adjust the 

       bit wrong side.

4、The removable fixture makes to weld some special pipes more easily.

5、This type of machine has a cover out of the pinion, strengthened.



Y-63-160 Four rings manual butt fusion machine     Y-63-200 Four rings manual butt fusion machine

Technical Specifications Technical Specifications
Y160-4R

Fusion Specification

Butting Deviation ≤0.3mm Package(mm) Wooden case 780×495×540

Temperature Deviation ±3℃ G.W.(KG)

Operation Temperature 220℃ / Weight(KG) Power(W)

Environment Temperature —5～+40℃ Heating Plate 3.1 　1KW/220V

Required Time for Welding Temperature ＜20min Milling tool 6.4 0.71KW/220V

Applicable Material PE PP-R PB PVDF

Dn63、Dn75、Dn90、Dn110、Dn125、Dn140、Dn160

58.9

Specifications subject to change without notice

Y200-4R
Fusion Specification

Butting Deviation ≤0.3mm Package(mm) Wooden case 790×530×560

Temperature Deviation ±3℃ G.W.(KG)

Operation Temperature 220℃ / Weight(KG) Power(W)

Environment Temperature —5～+40℃ Heating Plate 3.9 　1.6KW/220V

Required Time for Welding Temperature ＜20min Milling tool 7.5 0.71KW/220V

Applicable Material PE PP-R PB PVDF

Dn63、Dn75、Dn90、Dn110、Dn125、Dn140、Dn160、Dn180、Dn200

66.6

Specifications subject to change without notice



Hydraulic Butt Fusion Machine

Functions and features
1. Suitable for butt fusion DN63-800 PE and PP pipes.

2. It ’s composed of basic frame, fixture, heating plate, milling cutter and handspike
    (Size above 315 has a trolly with the hydraulic unit).The fixture and operating deck are
     separated, easy to operate under the groove.
3. The fixture has two ferrules, can locate the pipes more accurately, and easy to adjust the 
    bit wrong side.
4. The removable fixture makes to weld some special pipes more easily.
5. Hydraulic system controls the docking pressure, which  makes the pressure accurate and 
    the machine works smoothly.
6. Solenoid valve controls the running of cylinder, it makes the operation more simple and 
    reliable.
7. Easy to operate, display pressure, have watch to time, intelligent temperature control, 
    self-locking to protect the pressure.



H63-160 Hydraulic butt fusion machine    H63-200 Hydraulic butt fusion machine

Technical Specifications Technical Specifications
H63-160

Fusion Specification Dn63、75、90、110、125
、140、160

Butting Deviation ≤0.3mm Basic Frame Wooden case 885×475×500

Temperature Deviation ±3℃ Hydraulic Unit Wooden case 495×565×520

Total Section of Cylinders Total Weight(KG)

Heating plate Max Temperature

Operation Pressure Range 0-6Mpa Heating Plate

Ambient Temperature —5～+45℃ Milling Tool

Required Time for Welding Temperature ＜20min Hydraulic Unit

Applicable Material PE PP-R PB PVDF

Package(mm)

112.5

Power(W)

1KW/220V

0.71KW/220V

0.75KW/220V

Specifications subject to change without notice

H63-200
Fusion Specification

Dn63、75、90、110、125
、140、160、180、200

Butting Deviation ≤0.3mm Basic Frame Wooden case 885×530×570

Temperature Deviation ±3℃ Hydraulic Unit Wooden case 495×565×520

Total Section of Cylinders Total Weight(KG)

Heating plate Max Temperature

Operation Pressure Range 0-6Mpa Heating Plate

Ambient Temperature —5～+45℃ Milling Tool

Required Time for Welding Temperature ＜20min Hydraulic Unit

Applicable Material PE PP-R PB PVDF

Package(mm)

120

Power(W)

1.6KW/220V

0.71KW/220V

0.75KW/220V

Specifications subject to change without notice



H90-250 Hydraulic butt fusion machine    H160-315 Hydraulic butt fusion machine

Technical Specifications Technical Specifications
H90-250

Fusion Specification 1
Dn90、110、125、140、
60、180、200、225、250

Butting Deviation ≤0.3mm Basic Frame Wooden case 900×580×460

Temperature Deviation ±3℃ Hydraulic Unit Wooden case 770×550×615

Total Section of Cylinders 11cm² Total Weight(KG)

Heating plate Max Temperature 299℃

Operation Pressure Range 0-6Mpa Heating Plate

Ambient Temperature —5～+45℃ Milling Tool

Required Time for Welding Temperature ＜20min Hydraulic Unit

Applicable Material PE PP-R PB PVDF

1.1KW/220V

0.75KW/220V

Specifications subject to change without notice

Package(mm)

146

Power(W)

2KW/220V

H160-315
Fusion Specification

Dn160、180、200、225、
250、280、315

Butting Deviation ≤0.3mm Basic Frame Wooden case 1010×665×550

Temperature Deviation ±3℃ Hydraulic Unit Wooden case 730×645×680

Total Section of Cylinders 22cm² Total Weight(KG)

Heating plate Max Temperature 299℃

Operation Pressure Range 0-6Mpa Heating Plate

Ambient Temperature —5～+45℃ Milling Tool

Required Time for Welding Temperature ＜20min Hydraulic Unit

Applicable Material PE PP-R PB PVDF

Package(mm)

189

Power(W)

3KW/220V

1.1KW/220V

0.75KW/220V

Specifications subject to change without notice



H400-630    Hydraulic butt fusion machineH280-450    Hydraulic butt fusion machine

Technical Specifications Technical Specifications
H280-450

Fusion Specification
Dn280、315、355、

400、450
Butting Deviation ≤0.5mm Basic Frame Wooden case 1170×810×840

Temperature Deviation ±3℃ Hydraulic Unit Wooden case 1140×550×910

Total Section of Cylinders 23cm² Total Weight(KG)

Heating plate Max Temperature 299℃

Operation Pressure Range 0-6Mpa Heating Plate

Ambient Temperature —5～+45℃ Milling Tool

Required Time for Welding Temperature ＜20min Hydraulic Unit

Applicable Material PE PP-R PB PVDF

Package(mm)

440

Power(W)

5.2KW/380V

1.5KW/380V

1.5KW/380V

Specifications subject to change without notice

H400-630
Fusion Specification

Dn400、450、500、
560、630

Butting Deviation ≤0.75mm Basic Frame Wooden case 1360×90×1030

Temperature Deviation ±3℃ Hydraulic Unit Wooden case 1140×550×910

Total Section of Cylinders 37cm² Total Weight(KG)

Heating plate Max Temperature 299℃

Operation Pressure Range 0-6Mpa Heating Plate

Ambient Temperature —5～+45℃ Milling Tool

Required Time for Welding Temperature ＜20min Hydraulic Unit

Applicable Material PE PP-R PB PVDF

Package(mm)

610

Power(W)

9.2KW/380V

1.5KW/380V

1.5KW/380V

Specifications subject to change without notice



H630-800   Hydraulic butt fusion machine

Technical Specifications
H630-800

Fusion Specification Dn630、710、800

Butting Deviation ≤0.75mm

Temperature Deviation ±3℃

Total Section of Cylinders /

Heating plate Max Temperature 299℃

Operation Pressure Range 0-6Mpa

Ambient Temperature —5～+45℃

Required Time for Welding Temperature ＜20min

Applicable Material PE PP-R PB PVDF

Specifications subject to change without notice


